
SAFEACCESS-madeofsteel

Ommelift
Type1050E
Trailer-mounted

Topsafetywith
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Max.workingheight 10.5m

Max.outreach 6.8m

Max.basketload 125kg

Rotation ±355°

Basketsize 0.7x0.7x1.1m

Powersupply 230V/10A

Travellinglength 5.90/4.91m*

Travellingheight 1.95m

Travellingwidth 1.20/0.78m

Operationalwidth 3.40m

Totalweight 995kg

Hydraulicstabilizers +

230Voutletinbasket +

2-stepcontrols +

Adjustabletravellingwidth +

+Standard
*Withreducedtravellinglength

Technicaldata: 1050EZ
 Trailer-mounted

»Compactandflexible«

Type1050EZ

Isdrivenbya230volt-electronicmotorwhichcanbeconnected
toamainswithafuseofonly10A.Type1050EZisparticularly
suitedforcontinuousoperation.

Type1050EZ

Standardfeaturesincludehydraulicstabilizersand2-stepdual
controlstogroundandbasket.Designfeaturesincludeabasket
mountingthatformsa“fly”boommountedtothetopboomsection
andgivesincreasedoutreachoverroofedgesorotherobstacles.
Thespeciallydesignedsteelboomsmadefromhighandbroad
profilesallowagreatoutreachwithanexceptionaldegreeof
stabilityandrigidity.Thewiringisprotectedinsidetheboom
system.

Adjustabletravellingwidth

Asstandardtheliftisequippedwithanadjustablewheelaxle
whichmeansthattheliftwiththewheelsintheouterpositionis
verystableduringtowing.Furthermore,itispossibletoreducethe
travellingwidth,sothattheliftcanpassthrougha0.8mdoorway.

Reducedtravellinglength

Throughaneasysystemthefrontpartofthetowingbarcanbe
turnedaroundalinkreducingtravellinglengthbyalmost1m.
Togetherwiththeadjustablewheelaxlethismakesthelift
extremelycompactandflexible.
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